
G paSO Production

August 2, 2001 ,

State of Utah
Division of Oil Gas & Mining
170 South500 East
Roosevelt, UT 84066

ATTENTION: Lisha Cordova RE: CIGE 263 & CIGE 264
NBU 385, 389 & 390

Enclosed is the original Application's For Permit To Drill, and one copy each, for the locations
referenced above.

Please call me at your earliest convenience so that we can schedule an on-site date. My
telephone number is (435) 781-7023.

Regulatory Analyst

cc:

Bureau of Land Management
Vernal District Office
170 South500 East
Vernal, UT 84018

ElPaso Production DIVISION OF
1368 South 1200 East Vernal, Utah 84078
POBox1148 Vernal,Utah 84078 OIL, GAS AND MINING
tel435.789.4433 fax



FORM 3 ST OF UTAH
,,• DIVISION OF i , GAS AND MINING 5. LeaseDesignationandSerialNumber:

" ML-22973

APPLICATION FOR PERMIT TO DRILL OR DEEPEN
6. Ifindian,AllotteeorTribeName:

1A. Type of Work: DRILL I DEEPEN [¯¯] 7. Unit Agreernent Name:

Natural Buttes Unit
B. TypeofWell OIL O GAS OTHER: ? SINGLE ZONE O MULTIPLE ZONE 8. FarmorLeaseName:

NBU
2. Name of Operator 9. Well Nurnber

El Paso Production Company i EUL 385
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

P.O. Box 1148 Vernal, UT 84078 (435) 781-7023 Natural Buttes
4. Location of Well (Footages) 11. Qtr/Qtr,Section, Township,Range, Meridian:

At Surface: SEW
2175' FNL & 1425' FWL /,29 f63 E Sec. 18, T10S,R22E

At Proposed Producing Zone:

14. Distance in milesand direction from nearest townor post office: 12. County: 13. State:

21 Miles Northeast of Ouray, UT Uintah UTAH
15. Distance to nearest 16. Number of acres in lease: 17. Nunber or acres assigned to this well:

properly or lease line (feet):

1425' 585.78 585.78
18. Distance to nearest well, drilling, 19. Proposed Depth: 20. Rotary or cable tools:

ciompleted, or appliedfor, on this lease (feet);

Refer to Topo C 7300' Rotary
21. Elevations (show whether DR, RT, GR, etc.): 22. Approximatedate workwill start:

23. PROPOSED CASING AND CEMENTING PROGRAM
SIŽE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTlW OF CEMENT

12 1/4" 8 5/8" K-55 24# 250' 90 sx Class G
7 7/8" 4 1/2" K-55 11.6# 7300' 440 sx Hifill & 900 sx 50/50 Poz

DESCRIBEPROPOSEDPROGRAM:Ifproposalistodeepen,givedata onpresentproductivezoneandproposednewproductivezone. Ifproposalistodrillor deependirectionally,givepettinentdata on
subsurfacelocationsandmeasuredand trueverticaldepths. Giveblowoutpreventerprogram,ifany.

RECEIVED
AUGO3 2001
DIVISIONOF

OIL, GAS ANDMINING

2N

me & Signature: Cheryl Ca )raie: Regulatory Analyst Date: 8/2/2001

(This space for State use only) Appf0ved by the
IJ ji Utah Division of

API Number Assigned: ($ - | Approval: Oil,GES and Mining

(1/93) (See instructions on Reverse



COASTAL OIL & GAS CORP.
T10S, R22E, S.L.B.&M• Well location, NBU #385, located as shownS69'44'W - G.L.O. (Basis of Bearings) in the SE 1/4 NW 1/4 of Section 18, T10S,

2202.65' (Measured) S89°44'W
- 40.07 (G.L.O.) R22E, S.L.B.&M. Uintah County, Utoh.A (1977 Brass CoP, 1991 A/um. Cap,

0.6' HigA Pile 0.5' H/gh, Pfe j"*- **"' f St nos BASIS OF ELEVATION

Lot 1 TWOWATER TRIANGULATIONSTATION LOCATED IN THE
NW 1/4 OF SECTION 1, T10S, R21E, S.L.B.&M. TAKEN
FROM THE BIG PACK MTN NE QUADRANGLE,UTAH,
UlNTAH COUNTY, 7.5 MiNUTE SERIES (TOPOGRAPHICAL
MAP) PUBLISHED BY THE UNITED STATES DEPARTMENT
OF THE INTERIOR, GEOLOGICALSURVEY. SAID ELEVATION
IS MARKED AS BEING 5238 FEET.

Lot 2 o
NBU /385

1425 Elev. Ungraded Ground = 5148' N

1977 Brass Cap,
1.0' H/gh, P//e of
Stones

-

O Oo o oo o - o

SCALE

CERTIFICATE
THIS IS TO CERTIFYTHAT THE ABOVE P gR
FIELD NOTES OF ACTUALSURVEYS MAD 5 'OR UNDERI
SUPERVISIONAND THAT THE SAME AR AND CORRECT TO
BEST OF MY KNOWLEDGEAND BELIEFz Lot 4 z : o

(13.12) (20.01)

S89 32'W - 33.13 (G.L.O.) N89 54'W - 40.07 (G.L.O.) UriR R
UnvrAH ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078EE
(486) 789-1017

LEGEND' SCALE DATE SURVEYED: DATEDRAWN:LAT/7UDE= J9°57'01"
1" = 1000' 3-8-01 3-23-01

= 90 SYMBOL LONG/1MOE= 109°29'05"
PARTY REFERENCES

= PROPOSED WELL HEAD. J.F. 8.P. C.G. G.L.O. PLAT
A = SECTION CORNERS LOCATED.

WEATHER FILE
COOL COASTALOIL& GAS
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COASTAL OIL & GAS CORP.

NBU #385
LOCATED IN UINTAH COUNTY, UTAH

SECTION 18, T10S, R22E, S.L.B.&M.

PHOTO: VIEW FROM LOCATION STAKE TO CORNER #1 CAMF A ANGLE: NORTHEASTERLY

I' t

j Ï r

i r y* •

I -

r.

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHEASTERLY

Uintah Engineering & Land Surveying LOCATIONPH0ms 3 22 1 ruom
85 South 200 East Vemal, Utah 84078 MOME DE YES

-sisme im. 435-789-1017 uels@uelsinc.com TAKENBYII DRAWNBYRK REVISED:
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COASTAL OIL & GAS CORP.

NBU #385
SECTION 18, T10S, R22E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES ON STATE HIGHWAY 88 TO OURAY, UTAH;
PROCEED IN A SOUTHERLY DIRECTION FROM OURAY APPROXIMATELY 11.5
MlLES ON THE SEEP RIDGE ROAD TO THE JUNCTION OF THIS ROAD AND AN
EXISTING OILFIELD SERVICE ROAD TO THE EAST; TURN LEFT AND PROCEED
IN AN EASTERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 4.2
TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE NORTH;
PROCEED IN AN EASTERLY, THEN SOUTHEASTERLY DIRECTION
APPROXIMATELY 2.3 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTH; PROCEED IN A SOUTHEASTERLY, THEN
NORTHEASTERLY DIRECTION APPROXIMATELY 1.0 MILES TO THE JUNCTION
OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTH; PROCEED IN A
NORTHEASTERLY DIRECTION APPROXIMATELY 0.3 MILES TO THE JUNCTION
OF THIS ROAD AND AN EXISTING ROAD TO THE NORTH; TURN LEFT AND
PROCEED IN A NORTHERLY, THEN NORTHEASTERLY DIRECTION
APPROXIMATELY 0.4 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE NORTHWEST; PROCEED IN A NORTHEASTERLY,
DIRECTION APPROXIMATELY 0.8 MILES TO THE BEGINNING OF THE
PROPOSED ACCESS TO THE NORTHEAST; FOLLOW ROAD FLAGS IN A
NORTHEASTERLY, THEN SOUTHERLY, THEN SOUTHEASTERLY DIRECTION
APPROXIMATELY 0.5 MILES TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED LOCATION IS
APPROXIMATELY 52.0



O O
COASTAL OIL & GAS CORPORATION

DRILLINGPROGRAM

COMPANY NAME Coastal Oil & Gas Corporation DATE August 1, 2001
WELL NAME NBU 385 TD 7,300' MD/TVD
FIELD NBU COUNTY Uintah STATE Utah ELEVATION 5,100' KB
SURFACE LOCATION 2175' FNL, 1425' FWL, SE/NW, SEC. 18, T10S, R22E BHL Straight Hole
OBJECTIVE ZONE(S) Wasatch
ADDITIONALINFO Regulatory Agencies: BLM,Utah, Tri-County Health Dept.

( if required) 40' 14"

12-1/4" 8-5/8", 24#, K-55 Air

250' MDITVD

TOC @1230'

Green River @ 1430'

Mud Log @2500'- TD Air Mist

Platform Express 7-88" 4-1/2", 11.61 K-55, LTC Aerated Water

SC - TD

Wasatch @ 4,550'

7,300'
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COASTAL OIL & GAS CORPORATION
DRILLINGPROGRAM

CASING PROGRAM
i * 0"

CONDUCTOR 14" 0-40'

2950 1370 263000
SURFACE 8-5/8" 0-450' 24.00 K-55 STC 21.03 11.71 4.70

5350 4960 180000
PRODUCTION* 4-1/2" 0-TD 11.60 K-55 LTC 2.08 1.31 1.34
1) Maximum Anticipated Surface Pressure (MASP) (Conductor and Surface Casings) = (Frac Gradient at Shoe - Gas Gradient (0.115psilft))(TVD)
2) MASP (Int Casing) = Pore Pressure at Next Casing Point - (Gas Gradient x TVD of Next Casing Point x 0.67) - (Mud Weight x TVD x 0.052 x 0.33)
3) MASP (Prod Casing) = Pore Pressure - (Gas Gradient x TVD of Production Interval)
(Burst Assumptions: FG @8-5/8" shoe = 13.0 ppg, Max Pore Pressure = 9.0 ppg EMW)
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing, 50,000 lbs overpull)

CEMENT PROGRAM

SURFACE 250 Class G + 2% CaCla + 0.25 lb/sk Cello 90 35% 15.80 1.17

Flake
PRODUCTION LEAD 4,050' HifillMod. +16% gel + 3% salt + 10#lsk 440 50% 11.60 3.12

gilsonite + 1% HR7 + 0.6% Econolite
+ 0.2% FWCA + 0.25 lb/sk Flocele

TAIL 3,250' 50/50 POZ + 2% gel + 2% Microbond 900 50% 14.35 1.25
+ 5% salt + 0.2% Super CBL

+ 0.6% HALAD322 + 0.25 #/sk Flocele

* or 15% over caliper log

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, float collar. Centralize first 3 joints& every other jointto surface with bow spring
centralizers. Thread lock FE up to & including pin end of FC.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints & every thirdjointto top of tailcement with
turbulatorsolid blade centralizers.

WELLHEAD EQUIPMENT

TREE 2-1/16" 5M

TUBING HEAD 11" 3M X 7-1/16" 5M

CASING SPOOL

CASING SPOOL

--n-- CASING HEAD 8-5/8" SOW X 11"
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COASTAL OIL & GAS CORPORATION
DRILLINGPROGRAM

BIT PROGRAM

Surface Hole Various

Surf Csg - TD Various

GEOLOGICAL DATA

LOGGING:
SC - TD Platform Express

MUDLOGGER: SC-TD

SAMPLES: As per Geology

CORING NA

DST: NA

MUD PROGRAM

0-Trona Air/Mist NA NA Polymer, Gel
(0 - +/-2,000') Gyp, Lime

Trona-TD Aerated Water NA NC NA Polymer, Gyp, Lime
(+/-2,000' - TD)

After reaching TD, circulate hole until clean, then make a wiper trip. Report any bridges or fillencountered on trip.
After a successful wiper trip,chain out of the hole to log.
REPORT ALL LOSSES, INCLUDINGSEEPAGE

ADDITIONALINFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.
BOPE: 11" 3M with one annular and 2 rams. Test to 3,000 psi (annularto 1,500 psi) prior to drilling out. Record on chart recorder &
toursheet. Function test rams on each trip. Maintain safety valve & inside BOP on rig floor at all times. Kelly to be equippedwith upper
& lower kelly valves.

Run Totco survey every 500' from surface casing shoe to TD. Maximum allowablehole angle is 5 degrees.

Treat for corrosion as per plan.

DRILLINGENGINEER: DATE:
Dan Lindsey

DRILLINGSUPERINTENDANT: DATE:
Larry Strasheim

DRILLINGMANAGER: DATE:
Scott
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NBU #385
SEINW Sec. 18, T10S-R22E

Uintah County, UT
ML-22973

ONSHORE ORDER NO. 1
EL PASO PRODUCTION COMPANY

DRILLING PROGRAM

1. Estimated Tops of Important Geologic Markers:

Formation Depth

KB 5100'
Green River 1430'
Wasatch 4550'
Total Depth 6800'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Fornations:

Substance Formation Depth

Green River 1430'
Gas Wasatch 4550'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

The BOP stack will consist of one 11" 3,000 psi annular BOP, one 11" 3,000 psi double ram,
and one 1l' drilling spool. The lower ram will contain pipe rams, and the upper ram will
contain blind rams.

The choke and kill lines and the choke manifold will have a 3,000 psi minimum pressure
rating.

The hydrill will be tested to 1,500 psi. The rams, choke manifold, kelly safety valves, drill
string safety valves, and inside BOP will be tested to 3,000 psi.

4. Proposed Casing & Cementing Program:

Refer to the attached Cement & Casing Program.

5. Drilling Fluids Progranr

Refer to the attached Mud
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6. Evaluation Program:

Refer to the attached Logging Program.

7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated @6800 TD approximately equals 2720 psi
(calculated at 0.4 psi/foot).

Maximum anticipated surface pressure equals approximately 1224psi (bottomholepressure minus the
pressure of a partially evacuated hole calculated at 0.22
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NBU #385

SE/NW Sec. 18, T10S-R22E
Uintah County, UT

ML-22973

ONSHORE ORDER NO.1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Refer to Topo Map A for directions to the location.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

Refer to the attached directions to the proposed location site.

Refer to Topo Maps A and B for location of access roads within a 2 mile radius.

Improvements to existing access roads shall be determined at the on-site inspection.

All existing roads will be maintained and kept in good repair during all drilling and completion
operations associated with this well.

2. Planned Access Roads:

Refer to Topo Map B for the location of the proposed access road.

The upgraded and new portions of the access road will be crowned and ditched with a running
surface of 18 feet and a maximum disturbed width of 30 feet, unless modified at the on-site
inspection. Appropriate water control will be installed to control erosion.

Existence of pipelines; maximum grade; turnouts; major cut and fills,culverts, or bridges;
gates, cattle guards, fencecuts, or modifications to existing facilitiesshall be determined
at the on-site.

The access road was centerline flagged during time of staking.

Surfacing material may be necessary, depending upon weather conditions.

Surface disturbance and vehicular traffic will be limited to the approved location and approved
access route. Any additional area needed will be approved in advance.

3. Location of Existing Wells Within a 1-Mile Radius

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities

Thefollowingguidelines will apply if the well is
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NBU #385 Surface Use & Operations Plan Page 2

All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which contain
fluids (i.e., production tanks, produced water tanks, and/or heater/treater). These dikes
will be constructed of compacted subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

All permanent (on-site six months or longer) above the ground structures constructed or
installed, including pumping units, will be painted a flat, non-reflective, earthtone color
to match one of the standard environmental colors, as determined by the five state Rocky
Mountain Inter-Agency Committee.

All facilities will be painted within six months of installation. Facilities required to comply
with the Occupational Safety and Health Act (OSHA) will be excluded. The required color
is Desert Brown, Munsell standard color number 10 YR 6/3.

Any necessary pits will be properly fenced to protect livestock and prevent wildlife entry.

Refer to Topo Map D for the proposed pipeline placement.

5. Location and Type of Water Supplv:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec. 32, T4S, R3E, Water User Claim #43-8496, Application #53617.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials

Surface and subsoil materials in the immediate area will be utilized.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completion operations, the liquid contents of the reserve pit
will be removed and disposed of at an approved waste disposal facility within 120 days
after drilling is terminated.

The reserve pit will be constructed on the location and will not be located within natural
drainage, where a flood hazard exists or surface runoff will destroy or damage the pit
walls. The reserve pit will be constructed so that it will not leak, break, or allow discharge
of liquids. The need for a reserve pit liner will be determined at the on-site
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If a plastic reinforced liner is used, it will be a minimum of 12 mil thick, with sufficient
bedding used to cover any rocks. The liner will overlap the pit walls and be covered with
dirt and/or rocks to hold it in place. No trashor scrap that could puncture the liner will
be disposed of in the pit.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical porta-toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and
removed from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until
such time as the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported,or disposed of
annually in association with the drilling of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling of this well.

Any produced waterfromthe proposed well will be contained in a water tank and will then be hauled
by truck to one ofthe pre-approved disposal sites: RNI, Sec. 5, T9S,R22E, NBU #159, Sec. 35, T9S,
R2]E, Ace Oilfield, Sec. 2, T6S,R20E, MC&MC,Sec. 12, T6S,R19E.

8. Ancillary Facilities:

None are anticipated.

9. Well Site Lavout• (See Location Layout Diagram)

The attached Location Layout Diagram describesdrill pad cross-sections, cuts and fills,and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s). This section is subject to modification as a result of the on-site
inspection.

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

If it is determined that a pit liner will be used at the on-site inspection, the reserve pit will be lined,and
when the reserve pit is closed, the pit liner will be buried below plow depth.

All pits will be fenced according to the following minimum standards:

39 inch net wire will be used with at least one strand of barbed wire on top of the net wire.
Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire
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The net wire shall be no more than two inches above the ground. The barbed wire shall be
three inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum distance
between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on three sides during drilling operations, and on the fourth
side when the rig moves off location. Pits will be fenced and maintained until cleanup.

Location size may change prior to the drilling pad cross-sections, cuts and fills, and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile (s), and surface
material stockpile(s).

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all
unused tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

If a plastic, nylon reinforced liner is used, it shall be torn and perforated before backfilling of
the reserve pit.

Before any dirt work associated with location restoration takes place, the reserve pit shall
be as dry as possible. All debris in it will be removed. Other waste and spoil materials
will be disposed of immediately upon completion of operations.

The reserve pit and that portion of the location not needed for production facilities/operations
will be recontoured to the approximate natural contours. The reserve pit will be reclaimed
within 90 days from the date of well completion, weather permitting.

To prevent surface water (s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface three feet above surrounding
ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoil will be spread
evenly over the reclaimed area(s).

Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to
their original condition. Where applicable, these conditions include the re-establishment
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irrigation systems, the re-establishment of appropriate soil conditions, and re-establishment
of vegetation as specified.

All disturbed surfaces will be recontoured to the approximate natural contours, with reclamation
of the well pad and access road to be performed as soon as practical after final abandonment.
Reseeding operations will be performed after completion of other reclamation operations.

11. Surface Ownership:

State of Utah
SITLA
675 East 500 South
Salt Lake City, UT 84102-2818

12. Other Information:

All lease and/or unit operations will be conducted in such a manner that full compliance
is made with all applicable laws, regulations, the approved Plan of Operations, and any
applicable Notice of Lessees. The Operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished to the field representative
to ensure compliance.

The Operator will control noxious weeds along Rights-Of-Way for roads, pipelines, well
sites, or other applicable facilities.

A Class III archaeological survey report to be submitted as soon as it becomes available.

This proposed location is not within 460 feet from the boundary of the Natural Buttes Unit, nor is it
within 460 feet of any non-committed tract lying within the boundaries of the
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13. Lessee's or Operators's Representative & Certifcation:

Cheryl Cameron Scott Palmer
Regulatory Analyst Drilling Manager
El Paso Production Company El Paso Production Company
P.O. Box 1148 9 Greenway Plaza
Vernal, UT 84078 Houston, TX 77046
(435) 781-7023 (713) 420-4850

Certification: All lease and/or unit operations will be conducted in such a manner that fullcompliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on location during all construction and drilling operations.

El Paso Production Company is considered to be the operator of the subject well. El Paso Production
Company agrees to be responsible under terms and conditions of the lease for the operations
conducted upon leased lands.

Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided by El Paso Production
Company Bond No. 400JUO705.

I hereby certify that I, or persons under my supervision, have inspected the proposed drill site and
access route, that I am familiar with the conditions that currently exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and the work associated with the operations
proposed herein will be performed by the Operator, its contractors, and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

1¾ owy ) 8/02/01
Cheryl Ca ron
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PROPOSED LOCATION:
NBU #385

APPROXIMATE TOTAL PIPELINE DISTANCE = 5600' +/-

LEGEND: COSTAL OIL & GAS CORP.
--------- EXIST[NG PIPELINE N NBU #385
--------- PROPOSED PIPELINE SECTION 18, T10S, R22E,



COASTAL OIL & GAS COR #"""""4
LOCATION LAYOUT FOR

NBU #385
SECTION18, T10S, R22E, S.L.B.&M.

2175' FNL 1425' FWL Fi iop

a C-6. J'
E/. 54. J' 9/dyn

Appro×. Sto. J+25

u Slope
O'

y F-0.4,'
SCALE: 1" =

50, 8. 47.6
DATE: 3-23-01

Round CornersDrawn By· C.G. as Needed

10
I

NO1E
E/are Pit is to be /ocated
a min. of 100' from the PIPE TUBS

Wel/ Head. I I I

PIPE RACKS

Pit Topsoil i i i iF-0.4' C-0.9' ¯ C-0.5'
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TOILET
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FIGURE #1
Bev ungradedGround At Loc. Stoke = 5148.5'

, UINTAH ENGINEERING & IJ AND SURV EYING
F/N/SHED GRADE ELEV A T LOC. STAKE = 5148.0 86 So. 200 East * Vernal, Utah 84078 * (435)



×-section TYPICALCROSS SECTIONS FOR
scale NBU #385

1" =
50. SECTION 18, T10S, R22E, S.L.B.&M.

2175' FNL 1425' FWL EN L.

DATE: 3--23-01 T'
Drawn By C.G.

60' 110' TE O
Finished Grade

Preconstruction
UT

S TA. J+25

120' 110'

S/ope = 1 1/2: 1
Location Stake ÚIJP·À

F/LL CUT F/LL /

STA. 1+50

15' 70' 35' 110'

cur STA. 0+50

120 '¯¯¯
--

---.... 110'

CUT CUT ¯

STA. 0+00
FIGURE #2

EXCESS MATERIALAFTER
5% COMPACTION = 2,500 Cu. Yds.APPROXIMATEYARDAGES
Topsoil & Pit Backfill = 2,500 Cu. Yds.CUT (1/2 Pit Vol.)(6") Topsoil Stripping = 1,210 Cu. Yds.
EXCESS UNBALANCE = 0 Cu. Yds.Remaining Location = 9,320 Cu. Yds. (After Rehabilitation)

TOTAL CUT = 10,5JO CU.YDS.
FILL = 6,850 CU.YDS. IIINTAH ENGINEERING & LAND SURVEYING

85 So. 200 Best * Vernal, Utah 84078 * (435)



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/03/2001 API NO. ASSIGNED: 43-047-34228

WELL NAME: NBU 385

OPERATOR: EL PASO PROD OIL&GAS CO ( N1845 )

CONTACT: CHERYL CAMERON PHONE NUMBER: 435-781-7023

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 18 1003 220E

SUREACE: 2175 FNL 1425 FWL Tech Review Initials Date

BOTTOM: 2175 FNL 1425 FWL Engineering
UINTAE

RATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 3 - State Surface

LEASE NUMBER: ML-229734Œ

SUREACE OWNER: 3 - State

PROPOSED FORMATION: WSTC

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\ ,flat R649-2-3. Unit RATURAL BUTTES

Bond: Fed[] Ind[] Sta[3] Fee[] R649-3-2. General
Ro· dagha 705 ) Siting: 460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N; R649-3-3. Exception
<íil Shale 190-5 (B) or 190-3 or 190-13

v Water Permit y Drilling Unit

'No. 43-8496 ) Board Cause No:

RDCC Review (Y/N) Eff Date:

(Date: )
Siting: i

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: dá Å S-r c



OPERATOR: EL PASO COMPANY (N1845)

SEC. 18, T10S, R22E

FIELD: NATURAL BUTTES (630)

COUNTY: UINTAH UNIT: NATURAL BUTTES
Utah OilGas and Mining CAUSE: 173-14

NBU CIGE73D-5-10-22P * NBU 242

NBU264

T10S R21E T10S R22E UTETRAILUNIT1
NE

ClGE 141-7-10-22
CIGE 249 NBU343

U 268 NBU 215
CIGE 84D-12-10-21P CIGE 15-8-10-22

NBU CIGE 23-7-10-22 NBU 245
CIGE 83D-7-10-22

7 8 NBU 344 NE
NBU 269 12

NBU 244

NBU 342
CIGE 41-12-10-21 CIGE 250

NATURAL BUTTES FIELD

UTE TRAIL U 2

NBU22
NBU 73

NBU 270 NBU 385

18 17
13

NATURALBUTTES UNIT
0-21 NBU28 CAUSE 173-14 (12-2-99) NB 386

NBU333

NBU
CIGE 65-19-10-22

CIGE 82D-20-10-22

ClGE 16-20 10-22

19

24

CIGE 50-24-10-21 4
CIGE 263

NBU17

PREPARED BY: LCORDOVA
DATE:



09-01 El Paso NBU 385
Casing Schematic

Surface
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Wellname: 09-01 El Paso NBU 385
Operator: El Paso Production Company
String type: Surface Project ID:

43-047-34228
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.330 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 68 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 200 ft

Burst:

Burst
Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: O psi

Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 109 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 7,300 ft
Tension is based on air weight. Next mud weight: 8.400 ppg
Neutral point: 219 ft Next setting BHP: 3,185 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 250 ft
Injection pressure 250 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 250 8.625 24.00 K-55 ST&C 250 250 7.972 12

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 108 1370 12.66 109 2950 27.04 6 263 43.83 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: September 7,2001
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS: Surface casing cemented to surface; Oil shale
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 250 ft, a mud weight of 8.33 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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Well name: 09-01 El Paso NBU 385
Operator: El Paso Production Company
String type: Production Project ID:

43-047-34228
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °E
Design is based on evacuated pipe. Bottom hole temperature: 167 °F

Temperature gradierit: 1.40 °F/100ft
Minimum section length: 368 ft

Burst
eg factor 1.00 Cement top:

Max anticipated surface
pressure: 0 psi

Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 3,185 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,383 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 7300 4.5 11.60 K-55 LT&C 7300 7300 3.875 169.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3185 4960 1.56 3185 5350 1.68 85 180 2.13 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: September 7,2001
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

ENGINEf¯RING STIPULATIONS: Surface casing cemented to surface; Oil shale
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 7300 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibilityfor use of thisdesign willbe thatof the
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DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

Operator Name: EL PASO PRODUCTION COMPANY
Well Name & Number: NBU 385
API Number: 43-047-34228
Location: 1/4,1/4 SE/NW Sec. 18 T. 10S R. 22E

Geologv/Ground Water:

Coastal proposes to set 250' of surface casing at this location. The depth to the base of the
moderatelv saline water at this location is estimated to be at a depth of 5,000'. A search of
Division of Water Rights records shows 1 water well within a 10,000 foot radius of the
center of section18. This well is owned by the BLM . Its listed use is stock watering. The
well is almost 10,000' in distance from the proposed well. Depth of this well is listed as
1850'. The surface formation at this site is the Uinta Formation. The Uinta Formation is
made up of interbedded shales and sandstones. The sandstones are mostly lenticular and
discontinuous and should not be a significant source of useable ground water. Production
casing cement should be brought to above the base of the moderately saline groundwater in
order to isolate it from fresher waters uphole.

Reviewer: Brad Hill
Date: 09/06/2001

Surface:

The pre-drill investigation of the surface was performed on 8/31/2001. Surface owner and
mineral owner is State of Utah. SITLA and DWR were notified of this investigation on
8/16/2001. Neither had a representative present. This site appears to be the best spot for a
location in the immediate area. The new access road to this location will begin at a PA'd
well (11X-18) located in nwlnw S18, 10S, 22E. The road to this well will be upgraded. This
site is in an area with numerous sandstone outcroppings and blasting will be necessary to
construct reserve pit.

Reviewer: David W. Hackford
Date: 09/05/2001

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils with a felt sub-liner shall be properly
installed and maintained in the reserve
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ON- SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: EL PASO PRODUCTION COMPANY
WELL NAME & NUMBER: NBU 385
API NUMBER: 43-047-34228

LEASE: ML-20973 FIELD/UNIT: NATURAL BUTTES
LOCATION: 1/4,1/4 SE/NW SEC: 18 TWP:10S RNG: 22E

1425' FW L 2175'F NL
LEGAL WELL SITING: Board Spaced area requiring 460' Setback

from a unit boundary.
GPS COORD (UTM): 12629393E 4423324N
SURFACE OWNER: STATE OF UTAE

PARTICIPANTS:
CLAY EINERSON, CARROLL WILSON, CARROLL ESTES, (El RASO): ROBERT
KAY, (UELS) : DAVID HACKFORD, (DOGM) : FOUR DIRT CONTRACTORS.

REGIONAL/LOCAL SETTING & TOPOGRAPHY:
SITE IS 21.1 MILES SOUTHEAST OF OURAY, UTAH AND 6.5 MILES EAST
OF THE SEEP RIDGE ROAD ON THE POINT OF A RIDGE RUNNING WEST INTO
SAND WASH 0.3 MILES AWAY. THE TOP OF THIS SHARP RIDGE WITH SAND
STONE OUTCROPPINGS IS 0.25 MILES TO THE EAST.

SURFACE USE PLAN:

CURRENT SURFACE USE: WILDLIFE AND LIVESTOCK GRAZING.
HUNTING.

PROPOSED SURFACE DISTURBANCE: LOCATION WOULD BE 325' BY 215'
AND ACCESS ROAD WOULD BE 0.5 MILES.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE
ATTACHED MAP FROM GIS DATABASE

LOCATION OF PRODUCTION FACILITIES AND PIPELINES:
ALL PRODUCTION FACILITIES WILL BE ON LOCATION AND ADDED
AFTER DRILLING WELL. PIPELINE WILL FOLLOW ACCESS ROAD.

SOURCE OF CONSTRUCTION MATERIAL: ALL CONSTRUCTION MATERIAL
WILL BE BORROWED FROM SITE DURING CONSTRUCTION OF LOCATION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.
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WASTE MANAGEMENT PLAN:

DRILLED CUTTINGS WILL BE SETTLED INTO RESERVE PIT. LIQUIDS
FROM PIT WILL BE ALLOWED TO EVAPORATE. FORMATION WATER WILL
BE CONFINED TO STORAGE TANKS . SEWAGE FACILITIES , STORAGE
AND.DISPOSAL WILL BE HANDLED BY COMMERCIAL CONTRACTOR. TRASH
WILL BE CONTAINED IN TRASH BASKETS AND KAULED TO AN APPROVED
LAND FILL.

ENVIRONMENTAL PARAMETERS:

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAUNA: NATIVE GRASSES, SALTBRUSH, PRICKLY PEAR,
GREASE-WOOD, SHADSCALE: RODENTS, COYOTES, SONGBIRDS,
RAPTORS, PRONGHORN.

SOIL TYPE AND CHARACTERISTICS: LIGHT BROWN SANDY CLAY.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE NATURAL
EROSION. SEDIMENTATION AND STABILITY ARE NOT A PROBLEM AND
LOCATION CONSTRUCTION SHOULDN'T CAUSE ANY INCREASE IN
STABILITY OR EROSION PROBLEMS.

PALEONTOLOGICAL POTENTIAL: NONE OBSERVED.

RESERVE PIT:

CHARACTERISTICS: 140' BY 70' AND 10' DEEP.

LINER REQUIREMENTS (Site Ranking Form attached):
A 12 MIL LINER WITH FELT SUB-LINER WILL BE REQUIRED.

SURFACE RESTORATION/RECLAMATION PLAN:
AS PER S.I.T.L.A.

SURFACE AGREEMENT: AS PER S.I.T.L.A.

CULTURAL RESOURCES/ARCHAEOLOGY: SITE WAS INSPECTED BY MONTGOMERY
ARCHAEOLOGICAL CONSULTANTS. A REPORT OF THIS INVESTIGATION
WILL BE PLACED ON FILE.

OTHER OBSERVATIONS/COMMENTS:

THE PRE-DRILL INVESTIGATION TOOK PLACE ON A HOT BREEZY DAY.

DAVID W. HACKFORD 8/31/01-10:30 AM
DOGM REPRESENTATIVE
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Evaluation Ranking Criteria. and Ranking Score

For Reserve and On-site Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25.to 75 15
<25 or recharge area 20 5

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal Well (feet)
>5280 0
1320 to 5280 5
500 to 1320 10
<500 15 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 15
TDS >10000 or Oil Base 20
Mud Fluid containing high
levels of hazardous constituents 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 O

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 30





PointsofDiversion http://nrwrtl.nr.state.ut.us/cgi-bin/wwwplat.exe?rad=...u&p--u&w-r&u=i&s=a&w--c&u=d&s=p&w=e&u=s&u=c&u-m&u-p&u=0

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED THU, SEP 6, 2001, 10:39 AM

PLOT SHOWS LOCATION OF 1 POINTS OF DIVERSION

PLOT OF AN AREA WITH A RADIUS OF 10000 FEET FROM A POINT
FEET, FEET OF THE CT CORNER,

SECTION 18 TOWNSHIP 10S RANGE 22E SL BASE AND MERIDIAN

PLOT SCALE IS APPROXIMATELY 1 INCH = 4000 FEET
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UTAH DIVISION OF WATER RIGHTS
SWPLAT POINT OF DIVERSION LOCATION PROGRAM

MAP WATER QUANTITY SOURCE DESCRIPTION or WELL INFO POINT OF DIVERSION DESCRIPTION
CHAR RIGHT CFS AND/OR AC-FT DIAMETER DEPTH YEAR LOG NORTH EAST CNR SEC TWN RNG B&M

0 49 252 .0220 .00 7 1850 S 660 W 660 NE 17 10S 22E SL
WATER USE(S): STOCKWATERING PRIORITY DATE: 06/13/196
USA Bureau of Land Management (Vernal Di 170 South 500 East Vernal

2of2



Stat#of Utah *
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax) September 10, 2001
Division Director 801-538-7223 (TOD)

El Paso Production Company
PO Box 1148
Vernal, UT 84078

Re: Natural Buttes Unit 385 Well, 2175' FNL, 1425' FWL, SE NW, Sec. 18, T. 10 South,
R. 22 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-34228.

ly,

ohn R. Baza
Associate Director

dm
Enclosures
cc: Uintah County Assessor



Operator: El Paso Production Company
Well Name & Number Natural Buttes Unit 385
API Number: 43-047-34228
Lease: ML 22973

Location: SE NW Sec. 18 T. 10 South R. 22 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas ConservationGeneral Rules, and the applicable termsand provisions of the approved Application for Permit toDrill.

2. Notification Requirements
The operator is required to notify theDivision of Oil, Gas and Mining of the following actionsduring drilling of this well:
• 24 hours prior to cementing or testingcasing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and theirwork telephone numbers(please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division, including butnot limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling(Form7), Weekly Progress Reports for drilling and completion operations, and Sundry Noticesand Reports on Wells requesting approval of change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological remainsbe encountered during your operations, you are required to immediately suspend all operationsand immediately inform the Trust Lands Administration and the Division of State History of thediscovery of such remains.

5. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator shall
comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated Oil ShaleAreas. Additionally, the operator shall ensure that the surface and/or production casing is
properly cemented over the entire oil shale interval as defined by Rule R649-3-31. The Operatorshall report the actual depth the oil shale is encountered to the Division.

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in theStatement of Basis. (Copy Attached)

7. Surface casing shall be cemented to
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WESTPORT OIL AND GAS COMFANY, L.F.

4to Seventeemh3beste2300 Deer Colondo 69202-4456
. Telephone:303573s4oere aos573 5609

Febasary1,2002

Deparmemofthelatador
BureenofLandMansgement
2850YoungfieldStreet
Lakewood,CO80215-7093

.

Attention: Ms,MattheMaxwen'

R.E: BLMBand00.1203
BLMNationwidhBand158626364
Susty - omsrin*=t*I CasualtyCornpany
BelcoEnergyCorporadanmargerinto WestportOn andGasCompany,Inc.
Conversionof Westport08 and GasCornpany,Inc.,into Westpon ogandGasCompany,L.P.
Assumpdon Rider- Westport011and GasCompany,L.P. ·

DearMs.Maxwell:

Pmsnantto omacent conversadons,plesse fmdthefollowinglistof enclosuresforthe BLM's -

eensiderationand approval: '
.

Two09 AssexupttenRiders,fogyexeemedorignats.
CopiesofBalco EnergyCorparadonmagerintoWestportOiland GasCòmpany,Inc.
Copiesof WestportOilandGasCompany,Inc.,eenversioninto Westport Oiland Gas
Company,LS. ·

Listof allFederal/BIA/StateLeases- Belco/Westporfs leases - in allstates.

Pleaseinformasofanyadditionalinformatianneededto completethechangeto Westportoil
andGasCompany,LP., ssoperworofaccord.

I thanicyou for your assistanceand cooperationin thisma#ct. PI¢tse 40 not hesitatecontesting
ihe indersignad, shoulda quesdon arise.

Sinnately,
estpost08 Gas .P.

EngineerTechnialan

Enol;
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United StatesDepartment of the Interior RECEIVED

BUREAU OF LAND MANAGEMENT FEB2 2002
Utah State Office
P.O. Box 45155 DIVISIONOF

Salt Lake City, UT 84145-0155 OIL, GAS AND MINING

In Reply Refer To:

3106
UTU-25566 et al
(UT-924)

FEB2 1 2002

NOTICE

Westport Oil and Gas Company L.P. : Oil and Gas
410 Seventeenth Street, #2300
Denver Colorado 80215-7093

Name Change Recognized

Acceptable evidence has been received in this office concerning the name change of Westport Oil
and Gas Company, Inc. into Westport Oil and Gas Company, L.P. with Westport Oil and Gas
Company, L.P. being the surviving entity.

For our purposes, the name change is recognized effective December 31, 2001.

The oil and gas lease files identified have been noted as to the name change. The exhibit was
compiled from a list of leases obtained from our computer program. We have not abstracted the
lease files to determine if the entities affected by this name change hold an interest in the leases
identified nor have we attempted to identify leases where the entities are the operator on the ground
maintaining no vested recorded title or operating rights interests. We will be notifying the Minerals
Management Service and all applicable Bureau of Land Management offices ofthe change by a copy
of this notice. If additional documentation for changes of operator are required by our Field Offices,
you will be contacted by them.

If you identify additional leases in which the entities maintain an interest, please contact this office
and we will appropriately document those files with a copy of this
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Due to the name change, the name of the principal/obligor on the bond is required to be changed
from Westport Oil and Gas Company, Inc. to Westport Oil and Gas Company, L.P.. You may
accomplish this either by consent of surety rider on the original bond or a rider to the original bond.
The bonds are held in Colorado.

UTU-03405
UTU-20895
UTU-25566
UTU-43156
UTU-49518
UTU-49519
UTU-49522
UTU-49523

obert Lo e
Chi f, Bra c of
Minerals j dication

cc: Moab Field Office
Vernal Field Office
MMS, Reference Data Branch, MS3130, PO Box 5860, Denver CO 80217
State of Utah, DOGM, Attn: Jim Thompson (Ste. 1210), Box 145801, SLC UT 84114
Teresa Thompson (UT-922)
Joe Incardine



Form 9 ST E OF UTAH
DEPARTMENTOFNATURALRESOURCES

NFllENTIAL
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

ML-22973
7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT-- forsuch proposals Natural Buttes Unit
1. Type of Well 9. Well Name and Number

ell
Wae

I Other (specify) NBU #385
2. Name of Operator 10. API Well Number

El Paso Production Oil & Gas Company 43-047-34228
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. Box 1148 Vernal, Utah 84078 (435) 781-7024 Natural Buttes
5. Location of Well

Footage : 2175'FNL & 1425'FWL county : Uintah
QQ, Sec, T., R., M. : SENW Section 18-T10S-R22E state : Utah

12. CHECK APPROPRIATE BOXES TO INDICATE MÂTUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other One Year Extension
Date of Work Completion

Approximate Date Work Will Start Immediate
Report results of Multiple Completionsand Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state allpertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

loBORR DONE U HSAONHEAPRD
R O

SW EBOLN E D.RECENED
Approved by the gg 26 2002
Utah Division of

consNuoommoa Oil, Gas and Mining OMSioN OF

1N

m

herSebyacerdy that the fi

ch Title Regulatory Analyst Date 08/22/02

(State Use
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UNITED STATES GOVERNMENT

memorandum
Branch of Reat Estate Services

Uintah & Ouray Agency

Date: 5 December, 2002

Reply to
Anaoc Supervisory Petroleum Engineer

Subject: Modification of Utah Division of Oil, Gas and Mining Regulations

To: Director, Utah Division of Oil, Gas and Mining Division: John Baza

We have been advised of changes occurring with the operation of your database for
Change of Operator. You will be modifying your records to reflect Change of Operator
once you have received all necessary documentation from the companies involved, and
perhaps in advance of our Notice of Concurrence/Approval of Change of Operator where
Indian leases are involved.

We have no objection.

With further comment to Rulemaking, I wish to comment concerning the provision of
Exhibits for upcoming Hearings. I would like to see the Uintah & Ouray Agency, BIA,
and the Ute Indian Tribe, Energy & Mineral Resources Department added to the list of
those parties that receive advance Exhibits so as to allow us to have research time prior to
Hearing dates. We will be able to provide a more informed recommendation to the Oil,
Gas and Mining Board. It would be best if we would receive only those Exhibits that
concern Indian lands, specifically on or adjacent to Indian lands. This may be a difficult
situation to attain, as it is not always clear where 'on or adjacent' occurs.

I am aware that you have gone to extra effort to correct this matter already, and I fully
appreciate it. My request is intended only to allow the addition of Uintah & Ouray
Agency and Ute Indian Tribe to the official listing.

We appreciate you concern, and hope that these comments are timely enough for
consideration in the revision process.

CC: Minerals & Mining Section of RES
Ute Energy & Mineral Resources Department: Executive Director
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UnitedStatesDepartment of the Interior

BUREAU OF 1NDIAN AFFAIRS
WashingtemD.C.20240

--» FEB1 0 2003
Real Estate Services

CarrollA. Wilson
Principal Landman
WestportOil andGas Company,L.P.
1368South 1200Bast
Vemal,Utah 84078

DearMr. Wilson:

This is in responseto yourrequestfor approvalof RLI Insurance Company'sNationwideOil andGas LeaseBond No.RLBOOOS239executed offective December 17,2002,($150,000coverage) withWestport OilandGas Company,L. P., as principal.

This bondisherebyapprovedas of the date of this correspondence and willbe retained in theBureauoflndianAffairs'DivisionofRea1EstateServices, 1849CStreet,NW,MS-4512-MIB, Washington,D.C.20240. All Bureauoil andgas regional offices andthesuretyare beinginformedof thisaction.
IncaÃswhere you haveexisting individual and/orcollectivebondson file with one ormoreofourregional offices, you maynow request those offices,directly,to terminatein lieu of coverage underthis NationwideBond.

Enclosed is a copy of the approvedbondfor your files. If we maybe of further assistance in thismatter,please advise.

Director,Officeof Tmst Responsibilities
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/ \ United States Department of the Interior

BUREAU OF LAND MANAGEMENT
NCH s Utah State Office

P.O. Box 45155
Salt Lake City, UT 84145-0155

IN REPLY REFER TO
UT-922

February 27, 2003

Westport Oil and Gas Company, L.P.
Attn: Gary D. Williamson
1670 Broadway, Suite 2800
Denver, Colorado 80202

Re: Natural Buttes Unit
Uintah County, Utah

Gentlemen:

On February 27, 2003, we received an indenture dated December 17, 2002, whereby El Paso
Production Oil& Gas Company resigned as Unit Operator and Westport Oil and Gas Company,
L.P., was designated as Successor Unit Operator for the Natural Buttes Unit, Uintah County, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective February 27,
2003. In approving this designation, the Authorized Officer neither warrants nor certifies that the
designated party has obtained all required approval that would entitle it to conduct operations under
the Natural Buttes UnitAgreement.

Your nationwide (Colorado) oil and gas bond No. 1203 willbe used to cover all operations within the
Natural Buttes Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriate federal offices,withone copy returned
herewith.

Sincerely,

/s/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure

bcc: Field Manager - Vernal (wlenclosure)
SITLA
Division of Oil, Gas & Mining RECElVED
Minerals Adjudication Group
File - Natural Buttes Unit (wlenclosure) FEB2 8 2003
Agr. Sec. Chron
Fluid Chron Div.0F DIL,GAS&MINING





Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

X Change of Operator (Well Sold) Designation of Agent/Operator

Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 12-17-02
FROM: (Old Operator): TO: ( New Operator):
EL PASO PRODUCTION OIL & GAS COMPANY WESTPORT OIL & GAS COMPANY LP
Address: 9 GREENWAY PLAZA Address: PO BOX 1148

HOUSTON, TX 77064-0995 VERNAL, UT 84078
Phone: 1-(832)-676-5933 Phone: 1-(435)-781-7023
Account No. N1845 Account No. N2115

CA No. Unit: NATURAL BUTTES
WELL(S)

SEC TWN API NO ENTITY LEASE WELL WELL
NAME RNG NO TYPE TYPE STATUS
NBU 350 14-10S-22E 43-047-33642 2900 STATE GW P
NBU 461 14-10S-22E 43-047-34823 99999 STATE GW APD
CIGE 295 14-10S-22E 43-047-34820 99999 STATE GW APD
NBU 213 15-10S-22E 43-047-32401 2900 FEDERAL GW S
CIGE 21-15-10-22 15-10S-22E 43-047-30255 2900 FEDERAL GW PA
NBU 30 16-10S-22E 43-047-30306 2900 STATE GW PA
NBU 386 17-10S-22E 43-047-34238 99999 FEDERAL GW APD
NBU 471 17-10S-22E 43-047-34834 99999 FEDERAL GW APD
NBU 22 18-10S-22E 43-047-30256 2900 STATE GW PA
NBU 385 18-10S-22E 43-047-34228 99999 STATE GW APD
CIGE 263 19-10S-22E 43-047-34226 99999 STATE GW APD
CIGE 264 19-10S-22E 43-047-34227 99999 STATE GW APD
NBU CIGE 65-19-10-22 19-10S-22E 43-047-30554 2900 STATE GW PA
NBU 17 19-10S-22E 43-047-30214 2900 FEDERAL GW PA
NBU 16-20-10-22 20-10S-22E 43-047-30483 2900 FEDERAL GW PA
NBU 32A-20-9-20 20-10S-22E 43-047-30496 2900 FEDERAL GW PA
NBU 383 21-10S-22E 43-047-34236 99999 FEDERAL GW APD
NBU 382 22-10S-22E 43-047-34235 99999 FEDERAL GW APD
NBU 58-23B 23-10S-22E 43-047-30463 2900 FEDERAL GW P
NBU 381 23-10S-22E 43-047-34234 2900 FEDERAL GW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 02/28/2003

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 03/04/2003

3. The new company has been checked through the Department of Commerce, Division of Corporations Database on: 03/06/2003

4. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181

5. If NO, the operator was contacted contacted



O O
6. (R649-9-2)Waste Management Plan has been received on: IN PLACE

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM-12/31/2003 BIA-12/5/02

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 02/27/2003

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: N/A

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 03/24/2003

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 03/24/2003

3. Bond information entered in RBDMS on: N/A

4. Fee wells attached to bond in RBDMS on: N/A

STATE WELL(S) BOND VERIFICATION:
1. State well(s) covered by Bond Number: RLB 0005236

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: 158626364

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: RLB 0005239

FEE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB 0005238

2. The FORMER operator has requested a release of liability from their bond on: N/A
The Division sent response by letter on: N/A

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A
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Form 9 STATE OF UTAH

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

ML-22973
7. Indian Allottee or Tribe Name

SUNDRYNOTICESAND REPORTS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedandabandonedwells. 8. Unit or Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposah
NATURAL BUTTES UNIT1- Type of Well 9. WellName and Number

il el Other (specify)
NBU 385

2. Name of Operator 10. API Well Number
Westport Oil & Gas Company, L.P. 43-047-34228
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
P.O. Box 1148, Vernal, UT 84078 (435) 781-7023 Natural Buttes5. Location of Well

Footage : 2175' FNL, 1425' FWL County : Uintah
QQ, Sec, T., R., M : SENW SEC. 18, T10S, R22E State : UT

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit OriginalForm Only)
Abandonment New Construction Abandonment * NewConstruction
Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing
Change of Plans Recompletion Change of Plans Shoot or Acidize
Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare
Fracture Treat Vent or Flare Fracture Treat Water Shut-Off
Multiple Completion Water Shut-Off Other
Other BLM APD EXTENSION

Date of Work Completion
Approximate Date WorkWill Start

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETIONOR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearlystate all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurfacelocations and measured and true verticaldepths for all markers and zones pertinent to thiswork.)

OPERATORREQUESTS THAT AN APD EXTENSION BE ACCEPTED SO THAT DRLG OPERATIONS MAYCONTINUE.

MAR2 5ãœ MARI 3 2003
DIVOF OIL,GAS & MINING

aml herSgnacermy that the foregoing co c

L / a ,
Title Operations Date 03/12/03

(State Use Only)

See Instructions on Reverse



Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
ML-22973

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

UseAPPUCATIONFORPERMlT-- forsuch proposals NATURAL BUTTES UNIT
1- Type of Well 9. Well Name and Number

a Other (specify
r r, !"r a NBU 385

2. Name of Operator 10. API Well Number

WESTPORT OIL & GAS COMPANY, L.P. 43-047-34228
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

P.O. BOX 1148, VERNAL, UTAH 84078 (435)781-7060 NATURAL BUTTES
5. Location of Well

Footage : 2175' FNL 1425' FWL county: UINTAH
QQ, Sec, T., R., M : SENW SEC 18-T10S-R22E State : UTAH

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other APD EXTENSION
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOGform.
* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

THE OPERATOR REQUESTS THAT THE APD FOR THE SUBJECT WELL BE EXTENDED FOR AN
ADDITIONAL YEAR SO THAT DRILLING OPERATIONS MAY BE COMPLETED.

Approved by the
Utah Division of

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct.

Name & Signature DEBRA DOMENICI Title ADMIN ASSIST Date 07/21/03

(State Use Only)

(8/90) See Instructions on Reverse



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 43 04$¾ 8
Well Name: NBU 385
Location: NATURAL BUTTES
Company Permit Issued to: WESTPORT OIL & GAS COMPANY, L.P.
Date Original Permit Issued: 9/10/2001

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifles that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO NoE

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoE

Have there been any changes to the access route including ownership,or right-
of-way, which could affect the proposed location? YesO No El

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers this proposed well? Yes2NoO

7/21/2003

ignature Date

Title: ADMINISTRATIVE ASSISTANT

Representing: WESTPORT OIL & GAS COMPANY,



Form 31

DEPART F
TA

MERIOR Ex
mN

R
5000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRYNOTICESANDREPORTS ON WELLS MultipleWells - see attached

Do not use this form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

7. If Unit or CA/Agreement, Name and/or No.SUBMITIN TRIPLICATE- Other instructions on reverse side
891008900A

1. Type of Well

O on well O Gu Well O Other 8, Well Name and No.
2. Name of Operator Multiple Wells - see attached
WESTPORT OIL &GAS COMPANY,L.P. 9. APIWellNo.
3a. Address 3b. Phone No. (include area code) MultipleWells - see attachedP.O. BOX 1148 VERNAL,UT84078 (435) 781- 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T.,R., M., or SurveyDescription) Natural Buttes Unit
MultipleWells - see attached I l. County or Parish, State

Uintah County, UT
12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Q Acidize Deepen Production (Start/Resume) Water Shut-Off
O sitercasing Fracture Treat Reclamation WeHIntegrityO Subsequent Report Q Casing Repair New Construction Recomple e OtherO Change Plans Plug and Abandon Temporarily Abandon

Final Abandonment Notice O Convert to Injection Plug Back Water Disposal
13. DescribeProposed or CompletedOperations(clearly state all pertinent details, including estimated starting date of any proposed work md approximate durationthereofIf the proposal is to deependirectionallyor recomplete horizontally,give subsurface locationsand measured and true vertical depthsof all pertinent markers and zones.Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 daysfollowingcompletion of the involved operations. If theoperation results in a multiple completion or recompletion in a new interval, a Fonn 3160-4 shall be filed oncetestinghas beencompleted. FinalAbandonmentNoticesshall be filedonly afta aff requirements, induding reclamation, have bem completed, and the operator hasdeterminedthatthe site isready forfinalinspection.

Westport Oil&Gas requests a variance to Onshore Order No. 4, Part IIIC.a.requiringeach sales tankbe equipped
witha pressure-vacuum thiefhatch and/or vent linevalve. The variance is requested as an economic analysis shows thevalue of the shrunk
condensate willnot payout the incremental cost of purchasing and maintainingthevalve resulting in a loss of value over the producing life of the well.

The volume lost to shrinkage by droppingthe tankpressure from6 ozs. to0 psig is shown tobe 0.3% of thetankvolume. Thiswas determined by lab analysisof a representative sample from the field.The sample shrunk from 98.82%of oringinalvolume to 98.52% when the pressure was dropped.
The average NBUwell produces approximately6 bbis condensate per month. The resulting shrinkage would amount to 0.56 bbis permonthlost volume due to shrinkage. The value of the shrunk and lost condensate does not recoup or payout the cost of installing
and maintainingthe valves and other devices thathold the positive tank pressure. An economic run based on the loss and costs is attached.
Westport Oil& gas requests approval of thisvariance in order to increase thevalue of the wellto the operator and the mineralroyaltyow
14. Iherebycertify that the toregomgis true and correct

Name (lyinted/Typed) Title SEPf 0J.T. Conley Operations Manager

Approved by Title DateUtahDivision
CokiÎiioÏÑpihr are he po o th mti d e or Officecertify that the applicant holds legal or equitable title to those riglts in the subject lease fwhich would entitle the applicant to conduct operationsthereon. Û$ÌO. (Title 18U.S.C.Section1001,make it a crimeforany personknowiriglyand °

lly m e e difty ofthe UnitedStates anyfalse,fictitiousor fraudulent statementsor representations as to anymatter with its
(Instructions on



Westport Oil & Gas, LP.
. Pro ect Economics Worksh winskuctions: Fillin blue eas with before and after project data. The evaluation results

« are shown below and graphed automatically at the bottom of the page. Thissheetis protected to prevent accidental alteration of the formulas. See JTCfor changes.OPX entered as annual costs and/or as unit OPXcosts for$/BF and $/MCF

Project Name: Condensafe Shrinkage Economics

is thisjob a weHpull or producHon rigJob??? (Yor N)
BEFORE AFTER DIFFERENCE
$lYear $/Year $/YearGross OilRevenue $1,088 $11Gross Gas Revenue $0 $0

NGL Revenue $0 $DPULIINGUNITSERVICE
WIRELINESERVICE
SUBSURFEQUIP REPAIRS
COMPANY LABOR

$OCONTRACT LABOR Š0 $200CONTRSERVICE $0LEASEFUELGAS Š0 $0UTILillES- ELECTRICITY $0
CHEMICAL TREATING $0MATERIAL&SUPPLY 0 $150WATER& HAUUNG
ADMINISTRATIVECOSTS
GASPLANTPROCESSING

Totals Š0 $350 5350 Increased OPXPer Year

Investment Breakdown:
Cap/Exp OilPrice $ 23.00 BO

Code Cost, $ Gas Price /MCFCapital $ 820/830/840 $1,200 ElectricCost - / HP / dayExpense $ 830/860 OPX/BF /BFTotal $ Šl,200 OPX/MCF 0.62 /MCF

Production & OPX DetaH:
Before After DIRerenceOII Production 0.192 BoPD 0.194 BoPD 0.002 BOPDGas Production 0 MCFPD O MCFPD 0 McFPDWirProduction 0 swPD 0 swPo O BWPDHorse Power HP HP 0 HPFuel Gas Burned McFPD MCFPD 0 MCFPD

Project LRe: Payout Calculation:
LRe =| 20.0 ¡Years

(Ufe no longer than 20 years) Payout = Total Investment = 1
Sum(OPX + Incremenfal Revenue)Intemal Rate of Return:

ARerTax IROR=j #DIV/01 | Payout occurs when totalATcashflow equals investment
See graph below, note years when cashflow reaches zeroATCum Cashflow:

Operating Cashflow = | ($2,917)|(Discounted @10%) Payout = | NEVER \ Yearsor | #VALUEl |Days
Gross Reserves:
OR Reserves = 6 BO
Gas Reserves * O MCF
Gas Equiv Reserves * 38 MCFE

Notes/Assumptions•
An average NBy well produces 0.192 Bcpd withno fank pressure. Theproduction is increased to 0.19# Bcpd If 6 ors of pressureare placed on the tank.Theincreased production dees not payout the valve cost or the estimated annual maintenance costs.

Project: Condensate Shrinkage Economics

(‡1,500) - --
-- --

----

-- - -

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
Project
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Westport Oiland Gas, Inc.

NBUIOuray Field
RFL2003-022

COMPARISONOF FLASH BACK PRESSURES
Calculated by Characterized Equation-of-State

Flash Gas/Oil Specific Separator Separator
Conditions Ratio Gravityof Volume Volume

(scf/STbbl) Flashed Gas Factor Percent
psig °F (A) (Air=1.000) (B) (C)

Calculatect at Laboratory Flash Conditions

80 70 1.019
0 122 30.4 0.993 1.033 101.37%
0 60 0.0 - 1.000 98.14%

Calculateci Flash with Backpressure using Tunect EOS

80 70 1.015
6.0 oz 65 24.6 0.777 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
4.0 oz 65 24.7 0.778 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
2.0 or 65 24.7 0.779 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
0 65 24.8 0.780 1.003 98.82%
0 60 0.0 - 1.000 98.52%

(A) Cubic Feet of gas at 14.696 psia and 60 *Fper Barrelof Stock Tank Oilat 60 *F.
(B) Barrelsof oilat Indicatedpressure and temperatureper Bamil of Stock Tank Oilat 60 *F.
(C) Oilvolume at indicatedpressure and temperatureas a percentage of originalsaturated oilvolume.
Note: Bubblepointof sample inoriginal sample containerwas 80 psig at 70° F with 1 cc water

PENCORSpecial FluidStudies Page 3 CORE
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WELL LEGALS STFLEASENO CANUMBER APINO
NBU332 10-KN21NVVSVV UTUO1416A 891008900A 43047336400081
NBU333 13-10-21 SWSW ML23608 891008900A 43047336410081 /
NBU335 4-10-22SENE UTUO1191 891008900A 43047337240081
NBU336 4-10-22 NWNE U-01191 891008900A 430473402700S1
NBU337 4-10-22 SENW U-01191-A 891008900A 430473402000S1
NBU338 5-10-22NESE UTUO1191 891008900A 43047340580081
NBU339 5-1022NVVSE UTUO1191 891008900A 430473440600S1
NBU340 6-10-22 SWNE UTUO1195 891008900A 43047337250081
NBU340X 6-10-22 SWNE UTUO1195 891008900A 43047340150081
NBU341 6-10-22 SWNW UTU464 891008900A 43047337260081
NBU342 7-10-22 NWSE UTU468 891008900A 43047337270081
NBU343 8-10-22 NWNE UTUD1196C 891008900A 43047337190081
NBU344 8-10-22 SWNE UTUO1196Ò 891008900A 43047340210081
NBU345 10-10-22 SWNE UTUO2587 891008900A 430473370400S1 /
NBU345-4E 4-10-21 SWSW UTUO1393B 821008900A 43047347000081 /
NBUS47 11-10-22bNVSVV UTUO1197A 891008900A 430473370900$1 /
NBU348 11-10-22 SWSW UTU01197A-ST 891008900A 43047340010081
NBU349 11-10-22 SWSE UTUO1197A-ST 891008900A 430473400200S1 /
NBU350 14-10-22 NWNE UTUD1197A 891008900A 430473364200S1 /
NBU351 30-10-22 SESE UTUO132568A 891008900A 430473366800S1
NBU352 OSN21SVVNVV UTU0149767 891008900A 430473392200S1
NBU353 274¾21 SENVV U01194A 891008900A 430473320500S1 /
NBU354 , 314¾22NENVV UTU464 891008900A 43047332310081
NBU356 304¾22NENVV U463 891008900A 43047332320081
NBU357 15-H)-21 SVVSVV UTUO1791A 891008900A 430473372800S1
NBU358 16-10-21 SESW ML10755 891008900A 43047337080081
NBU359 29-10-21 NWNE ML21330 891008900A 430473370600S1
NBU360 2B-10W22SESVV UTUO145824 891008900A 43047337730081
NBU361 32-'R)-22NVVNVV ML22798 891008900A 430473370500S1 /
NBU362 28-9-21 SESVV UTUOS76 891008900A 43047337740081
NBU363 284¾21SESE UTUO576 891008900A 430473377500S1
NBU364 294¾21SESE UTUO581 891008900A 43047337760051
NBU365 3-HN21SESE UTUO149078 891008900A 43047337770081
NBU366 10-'K)-21NVVNVV UTUO149079 891008900A 43047337290081
NBU367 11-10-22 NESW UTUO1197A-ST 891008900A 43047337070081 V
NBU370 17-9-21 NWSW GIUO575 891008900A 43047346720081 /
NBU371 8-9-21SVVSE UTUO575B 891008900A 430473467300S1 /
NBU375 12-9-21 SWNE UTUO141317 891008900A 43047344400081 /
NBU376 12-G-21NENE UTUO141317 891008900A 43047344410081 /
NBU377 31-ik21 NEbNV UTUO582 891008900A 430473436300S1
NBU378 314¾21 NVVNE UTUO582 891008900A 43047343640081
NBU381 23-10-22SESVV UTUO1198B 891008900A 430473423400S1
NBU382 22-10-22 SENW U-01198-B 891008900A 43047342350081
NBU383 21-10-22 SESW U-489 891008900A 43047342360081
NBU384 30-10-22 SENW UTUO132568A 891006900A 43047342370081 /
NBU385 18-10-22 SENW ML22973 891008900A 430473422800S1
NBU386 17-10-22NESE UTU470 89100890DA 43047342380081
NBU387 23-10-21 SVVSE U-02277-A 891008900A 430473423900S1
NBU388 22-K)-21 SENVV U-02278-A 891008900A 430473424000S1
NBU389 28-10-21 NENE ML21329 891008900A 430473422900S1
NBU390 30-10-21 SESE ML22793 891008900A 43047342300081
NBU391 17-9-21 NVVNVV UTUOS75 891008900A 43047348740081
NBU393 22-9-20SVVNVV UO577B 891008900A 4304734864081
NBU394 11-10-22 SWSE UTUO1197A-ST 891008900A 430473480400S1 /
NBU395 27-9-21 SWSW UTUO1194A-ST 891008900A 430473437400S1 /
NBU396 33-9-21 NENW UTUOS76 891008900A 430473448000S1 /
NBU397 26-'Kl20NESVV UTU4476 891008900A 430473436500S1
NBU398 18--UN21NENM/ UTUO2270A 891008900A 43047343660081
NBU399 14--K)-21NVVNVV UTU465 891008900A 430473440900$1
NBU400 16-10-21 NENW ML10755 891008900A 430473479400S1
NBU401 23-'KN21 NENE UTUO2278A 891008900A 43047348010081
NBU404 32-9-22 SWSE ML22649 891008900A 43047343750081 /
NBU 405 27-9-21 NENE UTUO1194A-ST 891008900A 430473440700S1 /
NBU407 32-10-22 NENW ML22798 891008900A 430473431800Si /
NBU408 31-10422NENE UTUO143551 891008900A 43047345900081 /
NBU409 32AA21NVVSVV ML48758 891008900A 430473442100S1 /
NBU410 32-9-21 SVVSVV ML48758 891008900A 43047348720081
NBU411 324¾21SESE ML48758 891008900A 43047344220081 /
NBU412 32-10-22 SENW ML22798 891008900A 430473431900S1 /
NBU413 32-1(N22SVVNVV ML22798 891008900A 43047343200081 /

NBU414 31-10422SENE UTU0143551 891008900A 430473438700S1
NBU414-20E 20-9-21 NWNE UO143551/UO575 891008900A 430473477900S1
NBU415-20E 20-9-21 SWNE UTUO575 891008900A 430473448900S1 /
NBU416 36-9-20 SESE ML48757 891008900A 43047344230081 1/

NBU418 124N21 ANVANY UTUO141317 891008900A
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Re: APD Rescinded - NBU 385, Sec. 18, T. 10S, R. 22E Uintah County, Utah
API No. 43-047-34228

Dear Ms. Upchego:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on September 10,
2001. On August 27, 2002 and July 30, 2003 the Division granted a one-year
APD extension. No drilling activity at this location has been reported to the
division. Therefore, approval to drill the well is hereby rescinded, effective
September 21, 2004.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

Ò ana Whitney
Engineering Technician

ec: Well File
SITLA, Ed Bonner

/
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